20080511.ba v04_n169.bam.20080511

>From ???@??? Sun May 11 17:57:11 2008 -0500
Date: Sun, 11 May 2008 22:56:06 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 4169
Message-Id: <20080511225653.2D98E318156@srvr1.theporch.com>

			    BOATANCHORS Digest 4169

Topics covered in this issue include:

  1) Dayton Flea Market
	by K8MFO@aol.com
  2) Re: Dayton Flea Market
	by John Poulton <jp@cs.unc.edu>
  3) Re: Dayton Flea Market
	by "Tony Schroeder" <tony@bright.net>
  4) Need info - KAAR KE-23A receiver
	by "Art Lebermann" <artleb@earthlink.net>
  5) On the edge of off topic - muffler for WWII Navy generator
	by John J Mccarty <jmccarty@alcatel-lucent.com>
  6) Re: [Milsurplus] On the edge of off topic - muffler for WWII Navy generator
	by WA5CAB@cs.com
  7) RE: [Milsurplus] On the edge of off topic - muffler for WWII Navy generator
	by "Lenox Carruth" <radios@sbcglobal.net>
  8) Anyone knowledgeable about "Lakeshore" products 
	by "Soundval" <soundval@foothill.net>
  9) Need Knob Setscrew Advice
	by "JAMES HANLON" <knjhanlon@msn.com>
 10) Re: Need Knob Setscrew Advice
	by 4CX250B <4cx250b@muohio.edu>
 11) RE: Need Knob Setscrew Advice
	by "Dave Ragsdale" <dave@ragsdale.net>
 12) Re: Need Knob Setscrew Advice
	by WA5CAB@cs.com
 13) Re: Need Knob Setscrew Advice
	by "Arden Allen" <gumbear@pacbell.net>
 14) Re: Need Knob Setscrew Advice
	by "Arden Allen" <gumbear@pacbell.net>
 15) Re: Need Knob Setscrew Advice
	by john <johnmb@nc.rr.com>
 16) URM-25D Blowing Fuses, Potential Fix
	by Mike Hardie <mike46@shaw.ca>
 17) RE: Need Knob Setscrew Advice
	by "Lenox Carruth" <radios@sbcglobal.net>

----------------------------------------------------------------------
From: K8MFO@aol.com
Message-ID: <cf3.30b2dbb4.355200d9@aol.com>
Date: Tue, 6 May 2008 14:43:37 EDT
Subject: Dayton Flea Market
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="-----------------------------1210099417"


-------------------------------1210099417
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Has anyone received their flea market credentials for Dayton  yet?    
 
Has anyone received a call back after leaving on a message on the  super 
professional answering machine?
 
 
Does the city of Dayton still exist?   Is there really a  Hamvention next 
week?
 
 
73
 
Don K8MFO



**************Wondering what's for Dinner Tonight? Get new twists on family 
favorites at AOL Food.      
(http://food.aol.com/dinner-tonight?NCID=aolfod00030000000001)

-------------------------------1210099417
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

-------------------------------1210099417--

------------------------------
Date: Tue, 6 May 2008 14:50:00 -0400 (EDT)
From: John Poulton <jp@cs.unc.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Dayton Flea Market
Message-ID: <Pine.LNX.4.64.0805061448060.26012@swan5.cs.unc.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII; format=flowed

Another list member called the Hamvention and talked to a human.  Evidently
the info was shipped en masse last Saturday via Priority Mail, so most of
us should have our Dayton info sometime between today and Friday.

"If it weren't for the last minute, a lot of things wouldn't get done!"

73, John K4OZY

On Tue, 6 May 2008, K8MFO@aol.com wrote:

> Has anyone received their flea market credentials for Dayton  yet?
>
> Has anyone received a call back after leaving on a message on the  super
> professional answering machine?
>
>
> Does the city of Dayton still exist?   Is there really a  Hamvention next
> week?
>
>
> 73
>
> Don K8MFO
>
>
>
> **************Wondering what's for Dinner Tonight? Get new twists on family
> favorites at AOL Food.
> (http://food.aol.com/dinner-tonight?NCID=aolfod00030000000001)
>

-- 

------------------------------
Message-ID: <000a01c8afad$1bd4c0f0$4201a8c0@Main>
From: "Tony Schroeder" <tony@bright.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Dayton Flea Market
Date: Tue, 6 May 2008 15:12:19 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=response
Content-Transfer-Encoding: 7bit


From: "Tony Schroeder" <tony@bright.net>
To: <K8MFO@aol.com>
Sent: Tuesday, May 06, 2008 3:06 PM
Subject: Re: Dayton Flea Market


 Hi Don,

> ----- Original Message ----- 
> From: <K8MFO@aol.com>
> To: "Old Tube Radios" <boatanchors@theporch.com>
> Sent: Tuesday, May 06, 2008 2:43 PM
> Subject: Dayton Flea Market
>
>
>> Has anyone received their flea market credentials for Dayton  yet?


 I received mine it today's mail - I'm in NW Ohio.

 Look for me in the Flea Market on Friday (maybe Saturday), space 2722. I'll
 be the guy with the old radios. :)

 73,


Tony W8HRO

------------------------------
Message-ID: <380-2200853710448296@earthlink.net>
From: "Art Lebermann" <artleb@earthlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need info - KAAR KE-23A receiver
Date: Wed, 7 May 2008 03:44:08 -0700
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII


I'm looking for info (schematic, manual, etc.) on a KAAR KE-23A receiver,
built by Kaar Engineering in Palo Alto, CA around 1945.

Thanks!

Art Lebermann
W6REQ
 



------------------------------
Message-ID: <48223821.3050909@lucent.com>
Date: Wed, 07 May 2008 18:15:45 -0500
From: John J Mccarty <jmccarty@alcatel-lucent.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: On the edge of off topic - muffler for WWII Navy generator
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit


Groups;


 I've trying to finish up the project radios for this years Armed Forces Day
special event station. I have a Navy CDO-73004 800 Hz generator to power the
GP-7 (thanks to everyone for the suggestions on the AC meter). The generator has
a muffler that looks like a straight pipe that connects the exhaust manifolds
from the two cylinders. It runs pretty loud. There is a one inch tail pipe that
is threaded to take more pipe for the purpose of directing exhaust out of a
building or enclosed vehicle. Included with the generator when I got it was a
modern screw on muffler that would have gone on a lawn tractor and does fit the
threaded tail pipe of the generator. Can I use this additional muffler to quite
things down or would the additional back pressure make bad things happen like
burnt valves or cause the engine to stop running?


Thanks + 73


John n9hrt

------------------------------
From: WA5CAB@cs.com
Message-ID: <c26.33e4e12d.3553babc@cs.com>
Date: Wed, 7 May 2008 22:09:00 EDT
Subject: Re: [Milsurplus] On the edge of off topic - muffler for WWII Navy generator
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_c26.33e4e12d.3553babc_boundary"


--part1_c26.33e4e12d.3553babc_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

John,

I agree with the "other" John.  It should work fine.  I checked the generator 
manual but it doesn't mention use of an auxliary muffler.  However, it does 
mention the requirement when operated within an enclosed space (room or 
vehicle) to attach pipe to the muffler and run the pipe outside of the space.  Small 
engine mufflers have quite small insertion losses, probably less than several 
feet of pipe and fittings.

In a message dated 5/7/2008 6:16:21 PM Central Daylight Time, 
jmccarty@alcatel-lucent.com writes: 
> I've trying to finish up the project radios for this years Armed Forces Day
> special event station. I have a Navy CDO-73004 800 Hz generator to power the
> GP-7 (thanks to everyone for the suggestions on the AC meter). The generator 
> has
> a muffler that looks like a straight pipe that connects the exhaust 
> manifolds
> from the two cylinders. It runs pretty loud. There is a one inch tail pipe 
> that
> is threaded to take more pipe for the purpose of directing exhaust out of a
> building or enclosed vehicle. Included with the generator when I got it was 
> a
> modern screw on muffler that would have gone on a lawn tractor and does fit 
> the
> threaded tail pipe of the generator. Can I use this additional muffler to 
> quite
> things down or would the additional back pressure make bad things happen 
> like
> burnt valves or cause the engine to stop running?
> 

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_c26.33e4e12d.3553babc_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_c26.33e4e12d.3553babc_boundary--

------------------------------
From: "Lenox Carruth" <radios@sbcglobal.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: [Milsurplus] On the edge of off topic - muffler for WWII Navy generator
Date: Thu, 8 May 2008 09:49:31 -0500
Message-ID: <KNEDLNCDLBENNHFIBKAOIEJEFHAA.radios@sbcglobal.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="windows-1250"
Content-Transfer-Encoding: 7bit


I agree.  Even a decent muffler should cause no problem.  You might try a RV
shop as their generator mufflers are generally much quieter than a typical
lawnmower muffler which, in my opinion, does very little good.

Lenox Carruth
WA5OVG
radios@sbcglobal.net



-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of WA5CAB@cs.com
Sent: Wednesday, May 07, 2008 9:09 PM
To: Old Tube Radios
Subject: Re: [Milsurplus] On the edge of off topic - muffler for WWII Navy
generator


John,

I agree with the "other" John.  It should work fine.  I checked the
generator
manual but it doesn't mention use of an auxliary muffler.  However, it does
mention the requirement when operated within an enclosed space (room or
vehicle) to attach pipe to the muffler and run the pipe outside of the
space.  Small
engine mufflers have quite small insertion losses, probably less than
several
feet of pipe and fittings.

In a message dated 5/7/2008 6:16:21 PM Central Daylight Time,
jmccarty@alcatel-lucent.com writes:
> I've trying to finish up the project radios for this years Armed Forces
Day
> special event station. I have a Navy CDO-73004 800 Hz generator to power
the
> GP-7 (thanks to everyone for the suggestions on the AC meter). The
generator
> has
> a muffler that looks like a straight pipe that connects the exhaust
> manifolds
> from the two cylinders. It runs pretty loud. There is a one inch tail pipe
> that
> is threaded to take more pipe for the purpose of directing exhaust out of
a
> building or enclosed vehicle. Included with the generator when I got it
was
> a
> modern screw on muffler that would have gone on a lawn tractor and does
fit
> the
> threaded tail pipe of the generator. Can I use this additional muffler to
> quite
> things down or would the additional back pressure make bad things happen
> like
> burnt valves or cause the engine to stop running?
>

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)


No virus found in this incoming message.
Checked by AVG.
Version: 7.5.524 / Virus Database: 269.23.9/1418 - Release Date: 5/6/2008
5:17 PM

No virus found in this outgoing message.
Checked by AVG.
Version: 7.5.524 / Virus Database: 269.23.10/1421 - Release Date: 5/7/2008
5:23 PM

------------------------------
Message-ID: <274ADD75CA6A4DCD8D512BDF707DA0DF@Rippen>
From: "Soundval" <soundval@foothill.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Anyone knowledgeable about "Lakeshore" products 
Date: Fri, 9 May 2008 19:55:00 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

I'm looking for someone knowledgeable about LAKESHORE transmitters in the 
late 1950s and early 1960s.
In particular, about the Phasemaster II-B and what may have been in the 
works for the next transmitter.

Gene Rippen, WB6SZS 

------------------------------
Message-ID: <BAY110-DAV7A50BC5E439E8C3B3BF1BA0D20@phx.gbl>
From: "JAMES HANLON" <knjhanlon@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need Knob Setscrew Advice
Date: Sat, 10 May 2008 15:24:25 -0600
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_2222_01C8B2B1.EE754F00"

This is a multi-part message in MIME format.

------=_NextPart_000_2222_01C8B2B1.EE754F00
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Y'all

I have two knobs with setscrews that have apparently worn out or =
stripped the threading for those setscrews so that the screws no longer =
hold tight.  The knobs are on my Eldico SSB-100, and they are about the =
same as the smaller knobs on the 75A4 receiver with 1 1/2 inch black =
skirts.  The screws are 6-32 size.

I'd appreciate some suggestions about how to refurbish these knobs so =
that I can continue to use them.  For example, is there some type of =
cement I could put into the screw hole that would adhere to the side of =
the hole but not to the shank of the screw, perhaps some type of "mold =
release" that I could coat the screw with so that the cement would not =
adhere to it?  Or could I try drilling and tapping the hole in the knob =
for a larger sized setscrew?

Any and all suggestions would be appreciated.  I finally got the SSB-100 =
working pretty well (after cleaning out and repairing damage from a =
mouse who moved in !!!@%#$!)  Now I want to get the knobs back in place =
and get it on the air before the bandwidth police declare it to be =
illegal.

Thanks,

Jim, W8KGI
------=_NextPart_000_2222_01C8B2B1.EE754F00
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_2222_01C8B2B1.EE754F00--

------------------------------
From: 4CX250B <4cx250b@muohio.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 10 May 2008 17:31:51 -0400
Subject: Re: Need Knob Setscrew Advice
Message-ID: <8F9ED8440C4E4940AAEF6F870A20CB973062439AF3@FACCMS2.it.muohio.edu>
Content-Language: en-US
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: quoted-printable
MIME-Version: 1.0


Jim,
One solution is to drill out the hole so that the screw slides in and out e=
asily. Then, fill the hole with epoxy or JB Weld, let it harden and then dr=
ill and tap it.  Another is to coat a 6-32 screw with silicone grease, then=
 pack epoxy around it and slide it into the hole. When the epoxy hardens, j=
ust unscrew the screw.

Jim W8ZR
________________________________________
From: owner-boatanchors@theporch.com [owner-boatanchors@theporch.com] On Be=
half Of JAMES HANLON [knjhanlon@msn.com]
Sent: Saturday, May 10, 2008 3:24 PM
To: Old Tube Radios
Subject: Need Knob Setscrew Advice

Y'all

I have two knobs with setscrews that have apparently worn out or stripped t=
he threading for those setscrews so that the screws no longer hold tight.  =
The knobs are on my Eldico SSB-100, and they are about the same as the smal=
ler knobs on the 75A4 receiver with 1 1/2 inch black skirts.  The screws ar=
e 6-32 size.

I'd appreciate some suggestions about how to refurbish these knobs so that =
I can continue to use them.  For example, is there some type of cement I co=
uld put into the screw hole that would adhere to the side of the hole but n=
ot to the shank of the screw, perhaps some type of "mold release" that I co=
uld coat the screw with so that the cement would not adhere to it?  Or coul=
d I try drilling and tapping the hole in the knob for a larger sized setscr=
ew?

Any and all suggestions would be appreciated.  I finally got the SSB-100 wo=
rking pretty well (after cleaning out and repairing damage from a mouse who=
 moved in !!!@%#$!)  Now I want to get the knobs back in place and get it o=
n the air before the bandwidth police declare it to be illegal.

Thanks,

Jim, W8KGI

------------------------------
From: "Dave Ragsdale" <dave@ragsdale.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <boatanchors@theporch.com>
Subject: RE: Need Knob Setscrew Advice
Date: Sat, 10 May 2008 14:44:51 -0700
Message-ID: <BIECJBOAJCGNGMDDHEMFAEEOELAA.dave@ragsdale.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

If you go to mcmaster.com and search for threaded insert, you'll probably
find something you can epoxy in.  I found several, but McMaster uses frames
and I can't seem to link directly to the items.

Dave



Dave Ragsdale
dave@ragsdale.net


-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of JAMES HANLON
Sent: Saturday, May 10, 2008 2:24 PM
To: Old Tube Radios
Subject: Need Knob Setscrew Advice


Y'all

I have two knobs with setscrews that have apparently worn out or stripped
the threading for those setscrews so that the screws no longer hold tight.
The knobs are on my Eldico SSB-100, and they are about the same as the
smaller knobs on the 75A4 receiver with 1 1/2 inch black skirts.  The screws
are 6-32 size.

I'd appreciate some suggestions about how to refurbish these knobs so that I
can continue to use them.  For example, is there some type of cement I could
put into the screw hole that would adhere to the side of the hole but not to
the shank of the screw, perhaps some type of "mold release" that I could
coat the screw with so that the cement would not adhere to it?  Or could I
try drilling and tapping the hole in the knob for a larger sized setscrew?

Any and all suggestions would be appreciated.  I finally got the SSB-100
working pretty well (after cleaning out and repairing damage from a mouse
who moved in !!!@%#$!)  Now I want to get the knobs back in place and get it
on the air before the bandwidth police declare it to be illegal.

Thanks,

Jim, W8KGI

------------------------------
From: WA5CAB@cs.com
Message-ID: <d68.2ae9ef38.355790c3@cs.com>
Date: Sat, 10 May 2008 19:58:59 EDT
Subject: Re: Need Knob Setscrew Advice
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_d68.2ae9ef38.355790c3_boundary"


--part1_d68.2ae9ef38.355790c3_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Ken,

The best solution if the holes aren't seriously oversized and the knobs 
aren't cracked is to install helicoils.  There's no worry about what sticks to what 
and the resultant tapped hole is stronger than the original in most 
situations.  McMaster carry another brand but for once you can find them by searching 
for helicoils.  I recently had to buy a kit for #2-56 to repair some SCR-284 
connectors.

The installation requires a drill bit of the proper size, a special tap, an 
installer and a tang breakoff tool.  The inserts and taps aren't particularly 
expensive and the McMaster site gives most of the drill sizes..  The installer 
is.  But for something as large as #6-32 I can tell you two ways to make an 
installer that will be good for a few uses.

In a message dated 5/10/2008 4:25:19 PM Central Daylight Time, 
knjhanlon@msn.com writes: 
> I have two knobs with setscrews that have apparently worn out or stripped 
> the threading for those setscrews so that the screws no longer hold tight.  
> The knobs are on my Eldico SSB-100, and they are about the same as the smaller 
> knobs on the 75A4 receiver with 1 1/2 inch black skirts.  The screws are 6-32 
> size.
> 
> I'd appreciate some suggestions about how to refurbish these knobs so that I 
> can continue to use them.  For example, is there some type of cement I could 
> put into the screw hole that would adhere to the side of the hole but not to 
> the shank of the screw, perhaps some type of "mold release" that I could 
> coat the screw with so that the cement would not adhere to it?  Or could I try 
> drilling and tapping the hole in the knob for a larger sized setscrew?
> 
> Any and all suggestions would be appreciated.  I finally got the SSB-100 
> working pretty well (after cleaning out and repairing damage from a mouse who 
> moved in !!!@%#$!)  Now I want to get the knobs back in place and get it on the 
> air before the bandwidth police declare it to be illegal.
> 

Robert & Susan Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@comcast.net> (Backup email)
   

--part1_d68.2ae9ef38.355790c3_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_d68.2ae9ef38.355790c3_boundary--

------------------------------
Message-ID: <001701c8b317$7a0ed030$209e480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Need Knob Setscrew Advice
Date: Sat, 10 May 2008 20:31:13 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> I have two knobs with setscrews that have apparently worn out or stripped
the threading.......

The easiest and most secure fix is to drill out and tap the screw hole for
an 8-32 set screw.  That size is not terribly unusual for a 1/4 in. dia.
shaft knob.  Drill the hole out manually, i.e., with a bit in a drill vice,
in order to avoid drilling out too much material or breaking the knob.
Don't force the drill, work it gently.  An 8-32 tap drill is #29 (.136 in.).
Set screws are available from McMaster Carr.

Arden Allen
KB6NAX

------------------------------
Message-ID: <003401c8b317$dcc31010$209e480c@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Need Knob Setscrew Advice
Date: Sat, 10 May 2008 20:33:59 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Oh yes, I forgot to mention, you will need a bottom tap, one with a blunt
end so that you can tap nearly to the bottom of a hole.  Also from McM C

Arden Allen
KB6NAX

------------------------------
Message-Id: <6.2.1.2.2.20080511073617.044655b0@pop-server.nc.rr.com>
Date: Sun, 11 May 2008 07:36:56 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Re: Need Knob Setscrew Advice
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hi Jim,

If you can get the screw out, drill a new hole 90 degrees offset, and tap, 
using the same setscrew....

And...

Get a cat!

:-)
John K5MO





At 05:24 PM 5/10/2008, JAMES HANLON wrote:
>Y'all
>
>I have two knobs with setscrews that have apparently worn out or stripped 
>the threading for those setscrews so that the screws no longer hold 
>tight.  The knobs are on my Eldico SSB-100, and they are about the same as 
>the smaller knobs on the 75A4 receiver with 1 1/2 inch black skirts.  The 
>screws are 6-32 size.
>
>I'd appreciate some suggestions about how to refurbish these knobs so that 
>I can continue to use them.  For example, is there some type of cement I 
>could put into the screw hole that would adhere to the side of the hole 
>but not to the shank of the screw, perhaps some type of "mold release" 
>that I could coat the screw with so that the cement would not adhere to 
>it?  Or could I try drilling and tapping the hole in the knob for a larger 
>sized setscrew?
>
>Any and all suggestions would be appreciated.  I finally got the SSB-100 
>working pretty well (after cleaning out and repairing damage from a mouse 
>who moved in !!!@%#$!)  Now I want to get the knobs back in place and get 
>it on the air before the bandwidth police declare it to be illegal.
>
>Thanks,
>
>Jim, W8KGI

------------------------------
Date: Sun, 11 May 2008 12:41:33 -0700
From: Mike Hardie <mike46@shaw.ca>
Subject: URM-25D Blowing Fuses, Potential Fix
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <000601c8b39f$049c6730$6401a8c0@user25441bd096>
MIME-version: 1.0
Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=original
Content-transfer-encoding: 7bit

Yesterday the fuse blowing problem reached new levels, each time (two 
attempts) the generator was turned on a fuse would blow.  The unit was 
removed from the case, the power supply disconnected, a new fuse installed, 
and the unit switched on.  Result - another blown fuse.

The "Cinch-Jones" 2 spade jack that supplies power from the off/on switch to 
the power supply chassis looked a little rough so it was opened and removed. 
The interior of the jack case was full of rust and assorted crud.  Being 
Sunday and not having a spare it was cleaned up.  The cardboard "liner" was 
removed and a piece of shrink tubing substituted, then the jack 
re-installed.

The unit is working properly, time will tell.

Mike VE7MMH 

------------------------------
From: "Lenox Carruth" <radios@sbcglobal.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Need Knob Setscrew Advice
Date: Sun, 11 May 2008 17:55:40 -0500
Message-ID: <KNEDLNCDLBENNHFIBKAOAEKMFHAA.radios@sbcglobal.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


Or, just get any old tap and cut the tapered end of with a MotoTool.  Go
slow so you don't ruin the temper.

I once repaired tapped holes in a sailboat by filling the holes with filled
epoxy and drilling and tapping them.  Worked fine.  Might not be strong
enough for set screws unless they are seating on a flat.

Lenox Carruth
WA5OVG




-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of Arden Allen
Sent: Saturday, May 10, 2008 10:34 PM
To: Old Tube Radios
Subject: Re: Need Knob Setscrew Advice


Oh yes, I forgot to mention, you will need a bottom tap, one with a blunt
end so that you can tap nearly to the bottom of a hole.  Also from McM C

Arden Allen
KB6NAX

No virus found in this incoming message.
Checked by AVG.
Version: 7.5.524 / Virus Database: 269.23.14/1425 - Release Date: 5/9/2008
12:38 PM

No virus found in this outgoing message.
Checked by AVG.
Version: 7.5.524 / Virus Database: 269.23.15/1426 - Release Date: 5/10/2008
11:12 AM

------------------------------
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